INSTALLATION GUIDE FLNA Recessed 3 Pactights

IMPORTANT

SAFETY PRECAUTIONS

*  Toreduce the risk of death, personal injury or property damage from fire, electric shock, falling parts, cuts/abrasions, and other hazards, read all
warnings and instructions included with and on the fixture box and all fixture labels.

*  Before installing, servicing, or performing routine maintenance upon this equipment, follow these general precautions.

*  Commercial installation, service and maintenance of luminaires should be performed by a qualified licensed electrician.

*  Forthe installation: If you are unsure about the installation or maintenance of the luminaires, consult a qualified licensed electrician and check your
local electrical code.

*  To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects.

* Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation.

INSTALLATION NOTE

e Turn off electrical power at fuse or circuit breaker box before wiring fixture to the power supply.
e Turn off the power when you perform any maintenance.

e Verify that supply voltage is correct by comparing it with the luminaire label information.

e Al wiring connections should be capped with UL approved wire connectors.

WARNING

*  Avoid direct eye exposure to the light source while it is on.

e Accountfor small parts and destroy packing material, as these may be hazardous to children.
e Risk of burn. Disconnect power and allow fixture to cool before handing fixture.

. J

PREPARATION

»  Mounting holes for aircraft cable screws <
» Mounting holes for end-to-end connector screws <&
5 Mounting holes for recessed bracket screws «—
s ©00 9 5 OO0 ¢
eme e
L—p 1/2" KO (knock-off) holes for power conduit <
WIRING LUMINAIRE
.. . P - - - P - LINE LINE- BLACK
Individually isolate the two dimming wires with wire nut if dimming is not required. @
All wires must be connected to their corresponding colors as shown. GREEN GROUND-GREEN
it @ {1
NEUTRAL Py NEUTRAL- WHITE
DIM (+) VIOLET VIOLET
@
DIM (-) PINK PINK
{
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INSTALLATION GUIDE

Option A - Drywall Flanged Trim

FLNA Recessed

p PaclLights

Top View
N
| ]
8 200\ - OO0
T T
2 ftmodels:
A=23-3/4", B=23-1/16",
Side View Housing Length D =10-9/16"
A 3 ft models:
B Forhangerwire A=35-3/4", B=35-1/4",
- D=22-9/16"
E D Rod spacing E
4 ft models:
C Power feed A=47-3/47, B=47-1/4",
Zy D=34-9/16"
TODDYR DI K- -
= 8 ft models:
A=95-1/2", B=94-13/16",
D=82-1/16"
vﬂﬂ L L] L] L] &[H‘
All models:
C=3-9/16",E=6-5/8"
P Recessed Bracket Screw A C D
Recessed Bracket Screws PC Diffuser Silicone Seal “—* _Joiner
i Optional continuous - .
/ fﬁged";’svtgﬁ'x rollinglens which Note: Silicone seal is
f VI—(' canreachseamless Usedtosealseamsthat
ang.e itto continuerunsup to may appear atboth ends
5 = housing 42'is available. of luminaires when
multiple connections.
\ / \E = E F G H
<
3/16"t0 1-3/8” ceiling ﬁ ? /
Safety Stud Trim Drywall Recessed Bracket Screws
End Cap Screws for
Recessed bracket
Trim Drywall Flange Kit
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INSTALLATION GUIDE

INDEPENDENT INSTALLATION
@ Installend caps as shown

FLNA Recessed p PacLights

@ Install Trim Drywall (1) at both ends of fixture
using screw (A)(Only fix the middle hole, Unfixed
head and tail hole)

e |
b

L
— |

| — —
=

® Fixtheend cap (F)of Trim Drywall to both
ends of the fixture with screws (A),and screw
thelifting stud (E) onto both ends of the top
of the fixture.

A4
with luminaire 2 ends ®

@ Securethe LED modules with aircraft cable and connect
the DC male and female terminals.

i

gL I

MULTIPLE LUMINAIRES CONNECTION — LINE CONNECTION
@ Installend capsandlinejoiners
START OF RUN

MIDDLE OF RUN END OF RUN
Installend capsandLinejoinersasshown Install Line joiners as shown Installend caps asshown
INPUT END step 2 INPUT END step 2 INPUT END
L - T
— —= S s | ———
Eﬁ — = — = ﬂé]

!

Step1C 5 SStep 3 Step1C } DStep 3

@ Install two side trim drywall(l), one side end cap (F) & Safety stud(E)

START OF RUN

MIDDLE OF RUN END OF RUN

(3 Securethe LED modules with aircraft cable and connectthe DC male and female terminals
START OF RUN

MIDDLE OF RUN

_—_———— - E_jETL;ﬁl
| . ||

L 5 | || | . |

| —  —
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

- . . . ) & L-Connection
Cut the ceiling to the required opening size for the fixture 2 ftmodels: 37-7/16” Lx2-15/16" W: oY
. 3 ft models: 49-7/16” Lx2-15/16" W;
Standalone Installation Aftmodels: 61-7/16” Lx2-15/16” W;
2 ftmodels: 24-3/16” Lx 2-15/16” W; 3 ft models: 36-3/16” Lx 2-15/16” W; 8 ft models: 108-15/16” L x2-15/16" W.

4 ftmodels: 48-3/16” Lx2-15/16” W; 8 ft models: 95-11/16” Lx 2-15/16" W.

Connected In-Line Installation

2 ftmodels: 24-3/16” Lx 2-15/16” W, each additional fixture increase the length by 23-1/2".

3 ftmodels: 36-3/16” Lx 2-15/16" W, each additional fixture increase the length by 35-1/2".

4 ftmodels: 48-3/16” Lx 2-15/16" W, each additional fixture increase the length by 47-1/2".

8 ftmodels: 95-11/16” Lx2-15/16” W, each additional fixture increase the length by 95-1/16".

Secure the recessed bracket @) -
to the housing with screws i

Connect power input conduit and wire as
instructed

Secure both ends of the fixture with
ceiling hanger wires
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

Insert the fixture into the ceiling and tighten the screws to rotate the recessed brackets, securing the fixture in place.

H Connecting Fixtures (optional) Connecting Fixtures (optional)

Secure the Luminaire (End of Run): Slide the line joiner fully
into the last luminaire (middle of run). Insert the end-of-run
luminaire into the ceiling opening. Tighten the recessed
bracket screws to rotate the brackets and lock the fixture
securely to the ceiling. Slide the line joiner halfway into the
end-of-run luminaire and secure it with screws.
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

L /
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

Option B - Drywall Trimless

GT@TG
®
O
O
O
O
®
| ep 0 |

] ] o [e] [e] [e] o] [e] o o ] o [e] [e] [e] (o] [¢] (o] [e] [e] [e] o o o [¢] [¢] [¢] [¢] o o o o o o [¢] [¢] [¢] [e] o [e] o o o U

2 ft models:

A=23-3/4", B=23-1/16", C=3-9/16"
3 ft models:

A=35-3/4", B=35-1/4", C=3-9/16"
4 ft models:

A=47-3/4", B=47-1/4", C=3-9/16"

8 ft models:

Housing Length A=35-1/2 B =94-13/46%C

10 2. 0/1p”
10, U=079/10

Power feed

mmm[% 0

Eﬂoooooooooooooooooooooooooooooooooooooooooooﬂq

Trimless Drywall Flange Kit
hanger wire

I

|

| and whetheritis continuous runs, cut
/ | the plaster plate according to the tips.

l No need to cut if individual installation

I

I

@) |
'X’U O O ' of 2ft,3ft and 4ft luminaire.

|
0 3 According to the length of the fixture

E

=

SpN1S POOM
Spn1s poom

—— _— | &

) . ) Screws Screws PC Diffuser Silicone Seal
3/18” plaster skim coating Screws to fix Screws to fix ?oﬁﬁfgf;;:&t;}?;hous Note: Silicone seal is
frame required on both side of the drywall the drywall canreachseamless  Used to seal seams that
the housin ﬂang.e kit to flange kit to continue runs up to may appear at both ends

g housing drywall 42'is available. of luminaires when

multiple connections.

F G
Note: hanger wire must be secured before
installing ceiling ﬁ
“=" Joiner Safety Stud
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FLNA Recessed p PacLights

INSTALLATION GUIDE
® Secure the LED modules with aircraft cable

BEFORE CONNECTING
INDEPENDENT INSTALLATION
@ Install drywall flange kit (A) and
safety stud (G) as shown B and connect the DC male and female terminals
R

@ Install end caps as shown.
E e — a]
/ e
MULTIPLE LUMINAIRES CONNECTION - LINE CONNECTION
@ Install end caps and line joiners
START OF RUN MIDDLE OF RUN END OF RUN
Install end caps and Line joiners as shown Install Line joiners as shown Install end caps as shown
INPUT END StEEZ INPUT END Step 2 INPUT END
—————y
1= =, s = =1
Step1Q DStep3 Step1G & DStep 3
END OF RUN

@ Install drywall flange kit (A) and safety stud (G) as shown
MIDDLE OF RUN

START OF RUN

END OF RUN

(3 Secure the LED modules with aircraft cable and connect the DC male and female terminals
MIDDLE OF RUN

START OF RUN
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

- _ o ) & L-Connection
Cut the ceiling to the required opening size for the fixture 2 ftmodels: 37-7/16” Lx2-15/16" W; 15
) 3 ftmodels: 49-7/16" Lx2-15/16" W;
Standalone Installation 4ftmodels: 61-7/16" Lx2-15/16" W;
2 ftmodels: 24-3/16” Lx2-15/16" W; 3 ft models: 36-3/16” Lx2-15/16" W; 8 ftmodels: 108-15/16” Lx 2-15/16” W.

4 ft models: 48-3/16” Lx2-15/16" W; 8 ft models: 95-11/16”" Lx 2-15/16" W.

Connected In-Line Installation

2 ftmodels: 24-3/16” Lx2-15/16" W, each additional fixture increase the length by 23-1/2".

3 ftmodels: 36-3/16” Lx2-15/16” W, each additional fixture increase the length by 35-1/2".

4 ftmodels: 48-3/16” Lx 2-15/16" W, each additional fixture increase the length by 47-1/2".

8 ftmodels: 95-11/16” Lx2-15/16" W, each additional fixture increase the length by 95-1/16".

Connect power input conduit
and wire as instructed

Secure both ends of the fixture with
ceiling hanger wires

Secure the fixture to the
ceiling with screws

o) © ® 0 o o© o ©
@ ([ ?\
e 0O .:
©°l 0o e 0 0 0 ® 0o 0o o i .
spacing of the screws g
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INSTALLATION GUIDE

FLNA Recessed

p PaclLights

Secure the Luminaire (End of Run): Slide the line joiner fully into
the last luminaire (middle of run). Connect the end-of-run lumi-
naire to the last luminaire (middle of run). Slide the line joiner

halfway into the end-of-run luminaire and secure it with screws.

i) After plastering, remove the protective film from the lens.

q
% Drywall

plaster

p PacLights

Drywall
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

Option C - T-Grid Drop Ceiling (Trim and Trimless)

Trimless Trim
Top View Top View
Foos = ST oo — oo §
W Side View
A A
E D | E
E D E
C
C Side View — =~
{
— = _é% G(Centerto Center)
I Sl Grid Spacing
F (Center to Center) Top View
Grid Spacing
E -00- . s uOO@»am
2 ft models: . .
A=233/4", B=23-1/16", D= 10-9/16", F=24", G = 25". Side View
3 ft models: B |
A=35-3/4", B=35-1/4", D=22-9/16",F=36",G=37". %‘ £
= %

4 ft models:

A=47-3/4", B=47-1/4", D=34-9/16",F=48",G=49".

G (Centerto Center)

8 ft models: ! -
A=95-1/2", B=94-13/16", D=82-1/16", F=96" , G = 96-1/2" Grid Spacing

All models:
C=3-9/16",E=6-5/8" 1/47-20 nut
(supplied by _
others) \
\ You may use either a support wire or a

cables, the dry ceiling suspension cables
[] must be installed before the ceiling; if

2)1/47-20 threaded rod B 5 using suspension rods, the lighting fixtures
(2) 1747-20 threaded rod to structure. \ must be installed before the ceiling.

P 9 1/4”7-20 threaded rod: if using suspension
2

(1) Suspend with wire or, D

Use either a supportwire ora 1/47-20
threaded rod: when using suspension ca- 3-11/16"
bles, install them before the ceiling; when

using threaded rods, install the fixtures

before the ceiling.
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

A B C D E
K o <=\
(] = o
i —
T-grid Hook Screws PCdiffuser Silicone Seal

Screws to fix Note: Silicone sealis used to

the T-grid hook seal seamsthat may appear Line Joiner

tothehousing atbothends of luminaires

when multiple connections.

Grid Ceiling Installation

Center-to-center distance (Length): 9/16” Flat, 15/16” Flat, or 9/16” Slot.

2Ft:24”, 3 Ft: 367, 4 Ft: 48”7, 8 Ft: 96”

When end-to-end connecting fixtures

each addtional 2 Ft fixture, icrease the length by 23-1/2”
each addtional 3 Ft fixture, icrease the length by 35-1/2”
each addtional 4 Ft fixture, icrease the length by 47-1/2”
each addtional 8 Ft fixture, icrease the length by 95”

Grid Ceiling Installation

Center-to-center distance (Width)

[T 7]

——— ]
2-13/16” 2-15/16" 2-13/16”
15/16"Flat 9/16"Flat 9/16"Slot-1 9/16"Slot-2
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INSTALLATION GUIDE FLNA ecessed [ Poctights

MULTIPLE LUMINAIRES CONNECTION - LINE CONNECTION

@ Installthe end capsand Linejoiners

START OF RUN MIDDLE OF RUN END OF RUN
Installend capsandLinejoinersasshown Install Line joiners as shown Install end caps as shown
INPUT
INPUT Step 2 INPUT Step 2
_ —_—= —_
E; —= = — = =}|

—_ !

Step1Q bsrepa Step1Q | DStep 3

@ Install T-grid hooks (A) as shown

START OF RUN MIDDLE OF RUN END OF RUN

(3 Securethe LED modules with aircraft cable and connectthe DC male and female terminals

START OF RUN MIDDLE OF RUN END OF RUN

T [ . [ N [

— — — =1
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INSTALLATION GUIDE FLNA Recessed 3 Pactights

Secure the LED module with the aircraft cable,

Install the T-grid hook onto the housing with then connect the DC male and female terminals.

screws; it can be adjusted up or down to suit
different ceiling types.

H Connecting Fixtures (optional)
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INSTALLATION GUIDE

ﬂ Connecting Fixtures (optional)

To secure the end-of-run luminaire, slide the line joiner fully into the last
(middle-of-run) luminaire, connect the end-of-run luminaire, then slide
the line joiner halfway into it and secure with screws.

FLNA Recessed p PacLights

Insert the LED module into the housing.
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