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IMPORTANT
SAFETY PRECAUTIONS
•	 To reduce the risk of death, personal injury or property damage from fire, electric shock, falling parts, cuts/abrasions, and other hazards, read all 

warnings and instructions included with and on the fixture box and all fixture labels.
•	 Before installing, servicing, or performing routine maintenance upon this equipment, follow these general precautions.
•	 Commercial installation, service and maintenance of luminaires should be performed by a qualified licensed electrician.
•	 For the installation: If you are unsure about the installation or maintenance of the luminaires, consult a qualified licensed electrician and check your 

local electrical code.
•	 To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects.
•	 Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation.

INSTALLATION NOTE
•	 Turn off electrical power at fuse or circuit breaker box before wiring fixture to the power supply.
•	 Turn off the power when you perform any maintenance.
•	 Verify that supply voltage is correct by comparing it with the luminaire label information.
•	 All wiring connections should be capped with UL approved wire connectors.
WARNING
•	 Avoid direct eye exposure to the light source while it is on.
•	 Account for small parts and destroy packing material, as these may be hazardous to children.
•	 Risk of burn. Disconnect power and allow fixture to cool before handing fixture.

PREPARATION

Mounting holes for aircraft cable screws
Mounting holes for end-to-end connector screws

Mounting holes for surface mount screws

Power cable entry location for suspended and 
surface-mounted installations.

light distribution 
selection 

dip-switches
CCT selection dip-switches

Power selection 
dip-switches

reserved for Indirect 
(uplight) LED module 

 2 ft models:
 A = 6-3/4”,  B = 4-1/16” ,  C = 10-1/4”
 3 ft models:
A = 12-3/4”,  B = 4-1/16”,  C = 10-1/4”
4 ft models:
A = 18-3/4”,  B = 4-1/16”,  C = 10-1/4”
8 ft models:
A = 42-1/2”,  B = 4-1/16”,  C =10-1/4”

11/16”
3/4”

Wall Bracket



INSTALLATION GUIDE FLNA Wall Mount

Instructions and specifications are subject to change at any time without notice.  Copyright© 2024 PacLights   All Rights Reserved 
Page 2 of 3Need help?  (800) 988 -6386   Email:  CS@PacLights.com  Website:  www.PacLights.com 

WIRING
Individually isolate the two dimming wires with wire nut if dimming is not required. 
All wires must be connected to their corresponding colors as shown. 

SINGLE FIXTURE

a:
4-1/8” for all models

b:
15-5/8” for 2 ft models
27-5/8” for 3 ft models
39-5/8” for 4 ft models
87-1/8” for 8 ft models

c:
10-3/16” for all models

Connect each connector to the 
corresponding color indicated.

Remove the end cap and LED 
module, thread the power cord 
through the housing as shown, 
complete the wiring, then reinstall 
the module and end cap.

Insert anchor ‘C’ into the hole and secure wall mounting bracket ‘G’ with screw ‘E’ (or use butterfly anchor 
‘H’), then mount the square cover plate ‘B’ onto the J-box with screw ‘D’ and finish with plastering.

3/16” holes 1/2” holes

Use wire nut ‘A’ to connect the 
AC and dimming wires, then 
tuck all wires neatly into the 
junction box.
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LINKING
The FLNA fixtures are pre-wired for end-to-end connection (with optional connectors) for continuous runs - up to 40 feet on 120V, or up to 100 feet on 277V

Straight Connector

Start of run: Remove the end cap 
without the power cord, then slide out 
the LED module.

Middle of run: Remove both end caps 
and slide out the LED module.

End of Run: Remove the end cap 
without the power cord, then remove the 
LED module.

PREPARATION
a:
4-1/8” for all models

b:
15-5/8” for 2 ft models
27-5/8” for 3 ft models
39-5/8” for 4 ft models
87-1/8” for 8 ft models

OPTIONAL SEAMLESS LENS ROLL

Lens Roll (sold separately)

c:
10-3/16” for all models

d:
13-5/16” for 2 ft models
25-5/16” for 3 ft models
37-5/16” for 4 ft models
84-13/16” for 8 ft models

3/16” holes

The oval hole allows adjustment of the mounting position to 
align the power cable with the center of the junction box.

Use wire nut ‘A’ to connect the AC and dimming wires, then tuck all 
wires neatly into the junction box.

Align the fixture holes with the wall mounting bracket and secure 
it to the wall using screw ‘F’; adjust the luminaire’s position by 
selecting different screw holes on the bracket.

Connect each connector to the corresponding color indicated.


